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NEW GEOMETRY: HYBRID-X STRUCTURE

- Unique Geometry

- High thermal insulation

- Improved mechanical performances

- Available in Wide and Narrow in 25, 32, 40mm (50mm)

- Improved light transmission

- Easy to handle 
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NEW GEOMETRY: HYBRID-X STRUCTURE

- Maximum from competitions: 11.

- One wall less than 7M allow a weight optimization 

without affecting Ug:

12 Walls

THICKNESS 

(mm)
PRODUCT WEIGHT (kg/m^2) Ug (W/m^2K)

25

5M 3,4 1,4

7M 3,3-3,6 1,28 (1,3)

HX 3,3 1,28 (1,3)

32

5M 3,7 1,2

7M 3,6-3,9 1,09 (1,1)

HX 3,6 1,103 (1,1)

40

5M 4,2 1,1

7M 4,1-4,4 0,95 (1,0)

HX 4,1 0,964 (1,0)
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NEW GEOMETRY: HYBRID-X STRUCTURE

- Stiffer edges and surfaces

→ better mechanical perf.

→ better handling

- Higher production efficiencies

→ better weight distributions → high perf.

Hybrid-X : the Double Tunnel Shield
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NEW GEOMETRY: HYBRID-X STRUCTURE

- X avoid bending due to loads

→ Strictly required for veranda

- Unique design to optimize weights

- Better distribution of weights → higher mechanical perf.

- Lower light distortions → improved light transm.

Hybrid-X : the HEX core

7M
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HYBRID-X: MECHANICAL PERFORMANCES

- Hybrid-X has a load bearing slightly better than 7M.

- Hybrid-X is stiffer: the dynamometer test showed results 

10% better than 7M → more resistant in handling.
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Width: 1200-1230 mm
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HYBRID-X: LIGHT TRANSMISSION

- Light transmission of Hybrid-X is equivalent to 7M. 

Values currently available: internal meas.

- Internal tests showed that it is more diffusive. This is 

due to the particular geometry of the internal walls

Hybrid-X : the HEX core

7M

THICKNESS (mm) COLOUR LT (%)

25

Clear 1099

Opal 1146 31

IQ Relax 1140 27

32

Clear 1099

Opal 1146 30

IQ Relax 1140 26

40

Clear 1099 38

Opal 1146 28

IQ Relax 1140 22
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HYBRID-X: FIRE RATING

- Classified B-s1 d0 according EN13501-1

- PC requires more O2 than in air to burn → self-exstinguishing

- In case of fire Exolon PC do not pose any more toxicity risk than 

natural products according to DIN 53436

-
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NEW GEOMETRY: HYBRID-X

- Unique Geometry

- High thermal insulation

- Improved mechanical performances

- Available in Wide and Narrow in 25, 32, 40mm (50mm)

- Improved light transmission

- Easy to handle

- Safe 
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THANK YOU FOR YOUR ATTENTION


